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NPIC/TDS/D-610-67
5 January 1967

MEMORANDUM FOR: Chief, Development Staff, TDS

THROUGH : Chiefr, Exploitation Systems Branech
' : 25X1
SUBJECT: Checkout ef.Equipment
| 25X1
l. The problems associated with th-eq_ pment set up 25X1
off line with the tor appear to been solved. 25X1
has checked out | system and
es with the power supply to the
This fault has been corrected by adding a ca- 25X1
in each counter to smooth out the ripples. Other less ser-
ious anomolies wers uncovered &uring the checkout indicating poor 25X
quality control b It 1s therefore recommended that all 25X
components at HPIC checked out before making them operati .
2. Althoughithe pment is #%il11 under warranty, it 25X
would bve impractical send all the components back to the factory
for checkout s villing to undertske the checkout and 25X
perfornm the PIC.  The time estimate for checkout 1s I men
daye per system or 22k man hours to checkout all the on/off line
25X1A equipment. This work sould be accomplished by two techniclans work-
ing in a non operational area such as the shop. The current task
. order with will ecover this work. The hourly rate for a
tectmician is an electronie specislist is I recon-~ 25X
mend that be given this task and tha reprimanded.

If practical, should be forced or threntened to pay the bill for 25X
the work performed by There iz a possibility th::h

would be willing to s ir ovn techniclans to acc 3 25X
this task. If they would do this, I would recommend allowing them

to correct their mistakes. Attached is a 1list of anomolies uncov- 25X
ered by 25X
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Attachment:
List of Malfunctions
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Generator
CR 12 shorted out by printed circuit.

. from bese of Q1 to ground is on board but not shown

on drawving. (Remove)

Error-Acuum Logie
apacitor Cl2 shorted.

I -
acitor C8 counected to wrong side of Xener diode on

Board {Change).

Check capacitors for shorts. Recommend change these.
Check all cards for shorts on printed circuit beard and check that
contaets are clean.

8 the-18v snpply for the optilayn converter. This
supply has about .7V of 120 cps ripple. I have installed 100 MFD
capacitor on this card (to ground from Pin 8). However, I have
ordared 500 MFD capacitor &t 25V because there is a8 mount-
ing hole in the counter, for this size capscitor. ?h:hem-—
verter calls for - 18V with no more than 10 ripple. e signal
going into the converter is only + 130 MV.

. o [

1. Wire reversed on nixie light.

2. Readout buttons malfunction regularly.

3. Preset & zero reset buttons reversed. Also gero reset buttons
are not glued.
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